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Icynene®

Icynene® is a low-density soft foam insulation, which is sprayed into/onto walls, crawlspaces, underside of
roofs, attics and ceilings by Icynene Licensed Dealers. Sprayed as a liquid, it expands to 100 times its volume
in seconds to create a superior insulation and air barrier. Every crevice, crack, electrical box, duct and
exterior penetration is effortlessly sealed to reduce energy-robbing random air leakage. Icynene® adheres to
the construction material and remains flexible so that the integrity of the

building envelope seal remains intact over time.

Icynene® is ideal for residential, commercial, industrial and institutional indoor applications. The product is:

Healthier: Water is the only blowing agent. Icynene® contains no HCFCs or PBDEs.
There are no detactable VOC:s after 30 days. It seals out dust, pollen and
other allergens from entering the structure.As an air barrier, lcynene®
minimizes the potential for condensation and the subsequent mold

and mildew.

Quieter: By sealing the building envelope, Icynene® effectively minimizes airborne
sounds. Icynene® is perfect for reducing unwanted noises from home
theaters, plumbing runs, street traffic and playrooms.

More Energy Efficient: Icynene® delivers up to 50% more energy savings versus traditional

insulation.

Information about Icynene® can be obtained by calling Icynene Inc. (800-758-7325),
visiting the website www.icynene.com, or contacting your local Icynene Licensed Dealer.
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For more information, contact your local Icynene Licensed Dealer:

Visit our website: www.icynene.com
or call

1-800-758-7325
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Synopsis:
v lcynene® lowered heating energy consumption by 29%
v lcynene® allowed for the elimination of extra heating equipment
v/ Icynene® was a major element in the mold remediation program
v lcynene® provided a more comfortable living space for tenants

The Problem

The Village at Fox Point is a 56 building, 450 unit housing project originally constructed in 1949.The buildings
and individual units were heated until the 1980’s by steam generated from a central plant and distributed
through underground pipes. During this time period, sufficient heat escaped from the steam pipes located in
the crawlspaces to prevent the plumbing pipes from freezing during the winter months. When steam was
eliminated in the late 1980’s and individual heat and cooling units installed, plumbing pipes located in the
crawlspace began to freeze and break during the winter months. To correct the situation, heaters were
installed in the crawlspaces and operated during the cold months.

Over time, The Village at Fox Point fell into disrepair and became a problem within the Wilmington Delaware
community. In 1995, the property was purchased by owners who planned to renovate the complex and
create mid-priced rental units.

e e

Point, Wilmington Delaware.

The Village at Fox A close-up of one of the 56 buildings located on the property.







